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Installationsanleitung Venus FXL & FLA2
Installation guide Venus FXL & FLA2
Instructions de montage Venus FXL & FLA2

021.1723 / 021.1724 / 021.1725 / 021.1726
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A1

021.1725 / 021.1726

Venus FXL

Venus FLA2

A2

021.1731

„press“

1

2

B1

021.1727

B2

021.1729

A3

021.1730

FXL: Kabeleingang / Cable entry

FLA2: Kabeleingang / Cable entry

021.1728

Optional 
M25

Option 2

Option 1:  Standart unten / Standard bottom
Optional 

Drop Wire
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C D

021.1723 / 021.1732

Venus FXL Venus FLA2

021.1723 / 021.1733

E1

021.1607

E2

021.1743

Central Member

Tape

Bündelader Länge: 2000 mm 
Loose tube length: 2000 mm

FLA2 Version

E3

021.1745

1

2

E4

021.1761
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E5

021.1744

„click“

F1

021.1752

F2

021.1753

Optional

Tape 1x

F3

021.1754

Tape 1x

FLA2
„click“

G1 G2

021.1798 / 021.1797

Loopset // Loop setPatchset // Patch set

Venus Loopablage 
mit Patcheinschub
Venus loop tray holder  
with patch insert

Venus Loopablage
Venus loop tray021.1753

FXLFLA2
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G3

021.1734

G4

021.1735

Venus FXL Venus FLA2

G5

021.1736

G6

021.1737

Tape

G7

021.1738 / 021.1739

1x

FLA2
„click“

H1

021.1640

Loop Version
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H2

021.1607

H3

021.1667

+

Loop Version Loop Version

H4

021.1744

Loop Version
H5

021.1746

H6

021.1747

Tape

Loop Version

Loop Version
H7

021.1748

1x

Loop Version
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H8

021.1750

H9

H10

021.1751

I

Velcro

Blow-in option

1x

Max: 
4 x 5 mm 
Blow-in

Max: 
16 x 5 mm 
Blow-in

021.1700

Max:
1 x 7–12mm

J Optional: Zentral-Element Abfangung
 Central strenght member

1 x 3 x2 x
021.1621

Loop Version Loop Version

Loop Version
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K1

021.2695

K2

021.2695

K3

021.2695

L2 SE-x

Heatshrink ANT
3 x 8 2 x 12

021.2458 / 021.2459 / 021.2460

L1

ANTHeatshrink

SC

021.2416 / 021.2417 / 021.2418

L3

ANTHeatshrink

SC

021.2416 / 021.2417 / 021.2418
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L4
SC - 12 fibers - Heatshrink

021.1627 / 021.1628

L8

021.1635 / 021.1636

L7

021.1633 / 021.1634

SE - ANT

SE - Splitter

L6

021.1631 / 021.1632

L5

021.1630 / 021.1629

SC - 12 fibers - ANT

SE - Heatshrink

PLC - Max. 2:32
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M1

021.2341

„Click“

SC + SE-x
M2

021.2341 / 021.2343

SC

M3

021.2344

SE-x M4  Demontage / Remove

021.2341 / 021.2343

1

22

SC + SE-x

N1

021.2283

N2

021.2284



11

N3

021.2283

N4

021.2285

N7

021.2425

N8

021.2426

N5

021.2287

N6

021.2286
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O2

021.2351

SC + SE-xO1

021.2345

SE-x

!

O3

021.2400 / 021.2413

SC + SE-x O4

021.2351

SC + SE-x

13
00

 m
m

P

021.2536 / 021.1690

SE-Splitter

IN 1500 mm
OUT  2500 mm
Max.   2:32

IN
SC / SE
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Q2

021.2422

Q1

1-120
Blau / Blue
Grün / Green
Rot / Red
Gelb / Yellow

021.2419 / 021.2420 / 021.2421
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R1

021.1756

R2

021.1756

!

Radius beachten /
concider bending 

radius

S T

021.1758

Version 2

V

021.1763

Patchen intern  // Patching internal

Patchen mit Überlänge // Patching with over length

U

021.17064

Standard länge - 1m
Standard length - 1m

„click“

Version 1
021.1757
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021.1722

W1

021.1719

Mastbefestigung / Pole attachment

1
2

„click“

021.1721

W2

021.1759

W3

021.1760

x 4

Optional

W4

W5
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Headquarters

Switzerland
Reichle & De-Massari AG
Binzstrasse 32
CHE-8620 Wetzikon
Telephone HQ +41 (0)44 933 81 11
Telefax HQ +41 (0)44 930 49 41
E-Mail hq@rdm.com
 
www.rdm.com
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