
Installationsanleitung RJ45 Anschlussmodul geschirmt, gerade
Installation guide RJ45 Connector Module shielded, straight cable entry
Instructions de montage RJ45 Module de raccordement blindé, entrée droit du câble
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*Ø

Standard

*Ø = ≤ 6.5 mm (Cat. 5e)

*Ø = 6.6mm - 10 mm (Cat. 6, Cat. 7)

Deluxe

Handlings Reserve

Demontieren, to desassemble, désassembler

!
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Installationsanleitung RJ45 Anschlussmodul geschirmt, abgewinkelt 90°
Installation guide RJ45 Connector Module shielded, 90° cable entry
Instructions de montage RJ45 Module de raccordement blindé, entrée coudée 90° câble
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Handlings Reserve

StandardDeluxe

020.1123.1 / 021.0375

0212015 / 021.2016 / 021.2086 / 021.2087

020.1128.1 / 020.1130 / 021.0384 / 030.1099

021.0972 / 021.0973 / 021.2088

021.2089 / 021.2090

021.0962.3 / 021.2091 / 021.2092

021.2062 / 021.2096 / 021.2097

020.1122 / 021.2095 / 021.2096

021.2092 / 021.2093 / 021.2094

Please note:
This guide shows the best practices for installation ONLY. 
R&M expressly disclaims all liability for any damage to material, 
equipment, and for any injury or death. Legal health and safety 
regulations should have priority over best practices as shown 
in this guide. R&M does not guarantee this guide to be free of  
errors. Products included may vary from products shown. Please 
exercise caution.
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