
Installationsanleitung FM45 Angled/IP20
Installation guide FM45 Angled/IP20
Instructions de montage FM45 À angles/IP20

A – Preparation / Vorbereitung
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B – Installation / Installation
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Technical Data Cat.5e Cat. 6A

Admissible Wire Ø: AWG26 - AWG23 AWG26 - AWG22
Admissible Flex Wire Ø: AWG26 - AWG23 AWG26 - AWG22
Admissible insulation Ø: maximum - 1.6 mm maximum - 1.6 mm
Outer Diameter: 4.5 - 8.0 mm 4.5 - 8.0 mm

Technische Daten Cat.5e Cat. 6A

Zulässiger Draht Ø: AWG26 - AWG23 AWG26 - AWG22
Zulässiger Litzen Ø: AWG26 - AWG23 AWG26 - AWG22
Zulässiger Isolations Ø: maximal - 1.6 mm maximal - 1.6 mm
Kabeldurchmesser: 4.5 - 8.0 mm 4.5 - 8.0 mm
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C – Optional Colour Coding / Optionale Farbcodierung

D – Technical Data / Technische Daten
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Modul / Buchse / Jack
Farbcode 568A/B
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«press & click»

* Housing mountable in all 4 positions
* Gehäuse in allen 4 Positionen montierbar

*
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Please note:
This guide shows the best practices for installation ONLY. 
R&M expressly disclaims all liability for any damage to 
material, equipment, and for any injury or death. Legal health 
and safety regulations should have priority over best practices 
as shown in this guide. R&M does not guarantee this guide to 
be free of  errors. Products included may vary from products 
shown. Please exercise caution.


